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INTRODUCTION
Dissolution of gases in liquid metals is a negative as-
pect of metallurgical processes. For example, oxygen or
hydrogen, when dissolved in liquid metal, causes cre-
ation of bubbles in solidifying ingots and, as a conse-
quence, leads to formation of defects during the process
of rolling. A series of deoxidation techniques are em-
ployed, one of which is the method of metal blowing
with inert gas, most frequently argon 1, 2.
A relationship of gas solubilities in liquid metals (cA)
and their partial pressures above metal (pA) is described
by Sievert’s law:
c k pA s A (1)
Gases or diatomic pairs, such as H2, O2, N2 or S2, typ-
ically dissociate when dissolved in metal. In the case of
oxygen, for example, the following reaction occurs:
1
2 2
O O % (2)
The equilibrium constant in this reaction is the value
of kS from Sievert’s equation. The direction of the reac-
tion course is determined here by the change of its free
enthalpy G. G values in processes of oxygen dissolu-
tion in various metals, depending on temperature, are
listed in Table 1. Table 1 also contains the values of
equilibrium constant kS for respective temperatures,
equilibrium pressures corresponding to these tempera-
tures and respective values of oxygen content in liquid
metal.
Table 1 The changes of free enthalpy of the oxygen
dissolution processes in chosen liquid metals,
equilibrium constants and equilibrium pres-










































8×108 673 1,5×10-17 0,01
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Using the method of argon (with specified oxygen content) blowing, the possibility of copper deoxidation has
been considered on the basis of specific thermodynamic data. Despite the oxygen exceeding its equilibrium
content in argon, a significant copper deoxidation during blowing has been experimentally observed. The ex-
planation of this phenomenon can be the reaction of oxygen with the crucible material. In the present study,
graphite and Al2O3 crucibles were used. The stirring effect of gaseous bubbles promotes passing the substrates
to and removing the products from the reaction zone.
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Gas contained above the metal dissolves in it accord-
ingly to Sievert’s law. The rate of this process in mild,
non-stirred bath depends on the diffusion rate of the gas
from the metal surface into the bath. The diffusion pro-
cess lasts as long as the equilibrium of oxygen in the
metal layer and inside the bath has been reached. If the
gas pressure above the metal is less than it is defined by
the equilibrium condition determined by the solubility
law, the gas will difuse from the metal to the atmosphere
above the metal surface. In Table 1, it is shown that oxy-
gen can be very easily removed from silver 5.
The thermodynamic data on oxygen solubility in
copper (Table 1) show that oxygen equilibrium pressure
above copper containing 0,01% of dissolved oxygen
equals 2,63×10-1 Pa. It means that if vacuum better than
2,63×10-1 Pa is applied at 1473 K, the concentration of
oxygen remaining in liquid copper after deoxidation can
be less than 0,01%. It also defines the condition of the
purity of inert gas which can be a recipient of dissolved
gas. To be the carrier gas for 0,01% oxygen dissolved in
liquid copper, inert gas should theoretically contain less
than 2,63×10-4 % of oxygen. It is determined by the con-
dition of oxygen diffusion into a bubble of argon. As-
suming the process of carrying of dissolved oxygen into












– amount of dissolved gas passing into an inert
gas bubble within a time unit,
Ap – liquid-gas (bubble) interface,
kd – diffusion coefficient,
cm – oxygen concentration in metal,
cg – oxygen concentration in a gas bubble.
If Sievert’s law is applied, the value of gas concen-
tration in a bubble in equation (3) should be substituted
by k ps O2 . When equilibrium pressure in a gas bubble
is reached, cm will reach the value of k ps O2 and diffu-
sion ends. Inert gas should not contain an amount of ox-
ygen greater than equilibrium pressure, because it would
mean diffusion of this gas into the metal. The
deoxidation kinetics is complicated by the fact that the
process of liquid metal deoxidation using the method of
blowing with argon is not stationary as well as the pres-
ence of surface active elements.
On the basis of the thermodynamic data, the possibil-
ity of liquid copper deoxidation through blowing it with
argon containing a given amount of oxygen was consid-
ered as well as experiments with the use of graphite cru-
cibles and Al2O3 crucibles were conducted.
STUDY
In the study, electrolytic copper containing 0,018 –
0,022 % argon was used. For blowing, argon containing
0,03 % oxygen (on the average) was applied, which the-
oretically was too much contamination for reducing the
content of oxygen dissolved in copper to the value of
0,01 %. The equilibrium pressure of oxygen above cop-
per containing 0,018 % of this gas equals 9,49×10-1 Pa,
which corresponds to the 8,4×10-4 % of oxygen content
in argon. Despite this, a significant decrease in the con-
tent of oxygen in copper was observed when blowing
copper with argon at 1500 K, both in graphite and Al2O3
crucibles.
In the case of graphite crucibles, the deoxidation
mechanisms may consist in binding of oxygen dissolved
in liquid copper to the crucible carbon in the following
reaction:
OCu + Cst = COg (4)
This reaction is facilitated by small partial pressure
of carbon monoxide. The free enthalpy value of the
mentioned G1 reaction can be determined when the
free enthalpies for the reactions of oxygen dissolution in
copper and combustion of solid graphite giving the car-
bon monoxide product are known. If the enthalpy
change G2 corresponds to the reaction OCu = 0,5O2g
and G3 corresponds to the reaction Cst + 0,5O2g = COg,
the free enthalpy for the reaction (4) is as follows:
G1 = G2 + G3 (5)
If G2 = +86361 – 7,17T 6 and G3 = -111340 –
87,36T 7, the equation (5) allows to obtain the standard
free enthalpy of the binding reaction of oxygen dis-
solved in copper to the carbon G1, expressed in J/mol:
G1 = -25000-94,53T (6)
Summing up, copper deoxidation with the use of
graphite is determined by carbon monoxide pressure pCO
in the reaction zone. The equilibrium constant for the re-








aO – oxygen activity in copper.
The constant determined in the (6) equals k =7×15 at
1473 K, which means that liquid copper deoxidation oc-
curs. Blowing copper with inert gas only enhances this
reaction through stirring and restoring the reaction zone
located on the crucible sides.
In the case of graphite crucibles, it was observed that
after blowing copper with argon, the oxygen content in
copper was approximately 0,004 %. The oxygen content
in copper was measured with the Leco apparatus.
During the process of copper blowing in Al2O3 cruci-
bles, it was observed that after blowing the oxygen con-
tent in metal was 0,005 %. While the mechanism of liq-
uid copper deoxidation through blowing it with argon is
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obvious in a graphite crucible, the oxygen decrease in
copper while blowing it in an Al2O3 crucible is more
complicated. Oxygen is a surface active element not
only at the liquid copper-gas interface 8, but also at the
interface of liquid metal-refractory material 9. The
maximum surface oxygen excess at the liquid cop-
per-gas interface equals 21×1014 mol/cm2, and it equals
34×1014 mol/cm2 at the liquid copper-solid aluminium
oxide interface. A high oxygen activity at the interface
of liquid copper-solid aluminium oxide indicates that a
chemical reaction occurs. On this surface, a signifi-
cantly greater amount of excessive oxygen is seen and,
regarding the structure of copper surface layer 6, it
should be assumed that there are advantageous condi-
tions for the formation of compounds such as
CuOAl2O3 or Cu2OAl2O3. This hypothesis was con-
firmed by X-ray radiography analysis of the surface of
the crucible in which copper was molten, as the presence
of CuOAl2O3 spinels was observed.
DISCUSSION
The study of copper deoxidation through copper
blowing with argon containing oxygen above the equi-
librium value for oxygen dissolution in liquid copper
showed that it also caused metal deoxidation despite the
excessive amount of oxygen in argon. However, the
mechanism of this process is different from vacuum
deoxidation or deoxidation with gas containing oxygen
of the content far less than the equilibrium value for a
given temperature. Nevertheless, the results obtained
during deoxidation in the graphite crucibles (oxygen de-
crease from 0,02 % to 0,004 %) and Al2O3 crucibles (ox-
ygen decrease to 0,005 %) proved a good efficiency of
this process in both types of crucibles.
The process is based on the reaction of oxygen dis-
solved in copper with the crucible material. The reaction
is facilitated by the stirring effect of the gas introduced
into the crucible. Intensive stirring enhances passing
substrates to and removing products from the reaction
zone. When metal blowing with argon containing oxy-
gen above the equilibrium concentration is applied, the
adsorption of excessive oxygen at the metal-gas (bub-
ble) interface should be taken into account. In this pro-
cess, a specific layer of oxygen and metal ions is formed
9. Contact of the bubble with the crucible surface
causes the bubble’s surface oxygen binding and leads to
the decrease in oxygen content in the bubble. As a con-
sequence, oxygen adsorption from the metal occurs,
which means the decrease in oxygen content in the liq-
uid metal volume.
SUMMARY
Copper deoxidation through blowing copper with ar-
gon containing more oxygen than its equilibrium value
is caused by the reaction of oxygen with the crucible ma-
terial. For graphite crucibles, the reaction product is car-
bon monoxide, and for Al2O3 crucibles, the products are
spinels, such as CuOAl2O3 or Cu2OAl2O3. A similar
mechanism is observed during the reactions with refrac-
tory lining and covering slag materials which cause
deoxidation during blowing other metals (mainly all
types of steel) with argon in ladles.
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